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•	 Worlds largest 
manufacturer of anodes

•	 Made in the USA –  
“Buy American” compliant

•	 ISO 9001 Certified Quality 
Management System

•	 In-house lab testing

•	 Zinc, Aluminum and 
Magnesium alloys 
available

•	 Strategically located to 
ship to 85% of the country 
in 48 hours or less
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Why
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CMP Global is your trusted partner in safeguarding your marine assets,  
leading experts in corrosion protection since 1928.

Corrosion protection from CMP Global brings you:

Commercial Sacrificial Anodes

Sacrificial anodes, also known as galvanic anodes or 
corrosion anodes, are metal alloys that are intentionally 
used to corrode sacrificially in order to protect other 
metal structures from corrosion.

Sacrificial anodes and associated services protect assets, 
ensure operational safety, reduce maintenance costs, 
and promote sustainable practices in industries where 
corrosion is a significant concern.

Corrosion Protection for Ship Building and Repair

Corrosion protection is also crucial in shipbuilding due to 
the marine environment’s highly corrosive nature.

Corrosion protection is essential to shipbuilding due to 
the marine environment’s highly corrosive nature. Ships 
are exposed to a combination of factors such as seawater, 
humidity, temperature variations, aggressive chemicals, 
and electrolytic conditions, all of which contribute to 
accelerated corrosion.

Corrosion Protection for Offshore Oil and Gas

Corrosion protection is of utmost importance in offshore 
oil and gas infrastructure due to the harsh and corrosive 
environments in which these structures operate.

Offshore platforms, pipelines, and subsea equipment are 
exposed to a combination of factors such as seawater, 
waves, wind, temperature variations, and high-pressure 
conditions, all of which contribute to accelerated corrosion.
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PID INSERT  
ALLOY

WEIGHT 
(LBS)

DIMENSIONS
(IN)

Zn CMZD77EURO
STEEL

12.13
12.5" x 2.5" x 1.25" (C2C 6" slotted)

Al CMZD77EUROA 5.51

PID INSERT  
ALLOY

WEIGHT 
(LBS)

DIMENSIONS
(IN)

Zn CMZD78B
STEEL

19.84
12" x 3" x 1.5" (C2C 8.25")

Al CMZD78BA 8.82

FERNSTRUM KEEL COOLER

BOLT-ON

HEAT EXCHANGE ANODES

BOLT-ON

PID ALT PART # WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CM1874SA 1874A-AL 1.29
7 x 3.25 x 2

Zn CM1874SZ 1874S 2.85

Al CM2624SA 2624A-AL 0.77
5 x 3.25 x 2

Zn CM2624SZ 2624S 1.51

Al CM2874SA 2874A-AL 1.68
9 x 4 x 2

Zn CM2874SZ 2874S 3.87

PID ALT PART # WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMH2B4375GA AZEP4 2.87 4” dia x 1” with  
0.51” ID

3/8” insertZn CMH2B4375GZ ZEP4
7.05

Zn CMH2B4375SP ZEP4
4” dia x 1” with  

0.63” ID
1/2” insert

Al CMH2B45GA AZEP4 2.87

Zn CMH2B45GZ ZEP4 7.05

Al CMH2B6375GA AZEP6 6.61 6” dia x 1” with  
0.51” ID

3/8” insertZn CMH2B6375GZ ZEP6 15.65

Al CMH2B65GA AZEP6 6.61 6” dia x 1” with  
0.63” ID

1/2” insertZn CMH2B65GZ ZEP6 15.65

TRIM TAB ANODES

BOLT-ON

PID INSERT  
ALLOY

WEIGHT 
(LBS)

DIMENSIONS
(IN)

Zn CMZD56

STEEL

1.9 round 4 x 1.1 - 0.53 Inner Diam

Al CMZD56A 0.837 round 4 x 1.1 - 0.53 Inner Diam

Zn CMZD58 5 round 5.9 x 1.34 - 0.79 Inner Diam

Al CMZD58A 2.116 round 5.9 x 1.34 - 0.79 Inner Diam

PID INSERT  
ALLOY

WEIGHT 
(LBS)

DIMENSIONS
(IN)

Zn CMZD72B

STEEL

58.42
18" x 4" x 2.25" (C2C 9")

Al CMZD72BA 10.61

Zn CMZD72BM 16.2
18" x 4" x 1.5" (C2C 9")

Al CMZD72BMA 6.85
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PROPELLER NUT REPLACEMENT ANODES

RUDDER/TRIM TAB ANODES

BOLT-ON

PID TYPE WEIGHT 
(LBS)

DIMENSIONS
(IN)

Zn CMPNZB B 0.513 2.05” x 1.65”

Zn CMPNZC C 1.124 2.64” x 2”

PID ALT PART # INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Zn CMR01 R1

STEEL

0.29
0.35” x 1.87”

Al CMR01AL R1A 0.12

Zn CMR02 R2 0.92
0.5” x 2.81”

Al CMR02AL R2A 0.37

Zn CMR03 R3 1.58
0.5” x 3.75”

Al CMR03AL R3A 0.62

Zn CMR04 R4 3.42
0.65” x 5”

Al CMR04AL R4A 1.34

Zn CMR05 R5 4.92 0.87” x 5.12”

STREAMLINED SHAFT ANODES

PID ALT PART # INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

INSIDE 
DIAMETER

Zn CMX01 X1

STEEL

0.82 2” x 2.04” 0.75”

Zn CMX02 X2 0.94 2.08” x 2.12” 0.875

Zn CMX03 X3 0.92
2.15” x 2.15” 1”

Al CMX03AL X3A 0.37

Zn CMX04 X4A 1.12 2.25” x 2.36” 1.125”

Zn CMX05 X5 1.12
2.35” x 2.42” 1.25”

Al CMX05AL X5 0.45

Zn CMX06 X6 1.51
2.35” x 2.66” 1.375

Al CMX06AL X6 0.59

Zn CMX07 X7 1.65
2.5” x 2.78” 1.5”

Al CMX07AL X7 0.68

Zn CMX08 X8 2.34
2.75” x 3.25” 1.75”

Al CMX08AL X8 0.88

Zn CMX09 X9 2.96
2.9” x 3.6” 2”

Al CMX09AL X9 1.16

Zn CMX10 X10 6.22 3.75” x 4.18” 2.25”

Zn CMX11 X11 5.37 3.75” x 4.18” 2.5”

TEARDROP HULL ANODES

BOLT-ON

PID INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Zn CMT20

STEEL

0.37 3.4” x 1.8” x 0.6”
(C2C 1.28”)Al CMT20A 0.15

Zn CMT21 1.01 5” x 2” x 0.8”
(C2C 1.63”)
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PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMDIVERMINIA DIVERMA

STEEL

1.06
0.5” x 4” x 6”

Zn CMDIVERMINI DIVERM 2.23

Zn CMDIVERZ DIVER 7.52 0.5” x 6 x 12

TEAR-DROP HULL ANODES

WELD/ BOLT

HULL ANODE

WELD/ BOLT

5/8” HULL ANODES

BOLT-ON

PID INSERT  
ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Mg CMMG10GM

GALVANIZED STEEL

9.97 12" x 6.5" x 3" w/ single strap 
(C2C 15")

Mg CMMG5GM 5.04 10.25" x 5.25" x 2.5" w/ single 
strap (C2C 13.25")

Mg CMMGJRGM 2.0 9" x 3.75" x 1.5" w/ single strap 
(C2C 11.25")

PID INSERT  
ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Mg CMMG24GM GALVANIZED STEEL 25.0 18" x 9" x 2.25"  
w/ 2 straps (C2C 8")

PID ALT PART # INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMP5B2BAA ASC-12
ALUMINUM

26.01

24" x 3" x 2" 
(C2C 12.5")

Zn CMP5B2BAZ ZSC-24 55.12

Al CMP5B2BSA ASC-12

STEEL

26.01

Zn CMP5B2BSZ ZSC-24 55.12

Al CMP7B2BSA AZHC50 43.65

24" x 4" x 2" 
(C2C 12")Zn CMP7B2BSZ ZHC50 50

Zn CMP7B2BSZSP ZHC50 50

STRAIGHT HULL ANODES

BOLT-ON

PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMAHC10SBA AHC10 ALUMINUM
10 12 x 6 x 1.25

Al CMAHC10SBS AHC10 STEEL

Al CMAHC20SBA AHC20A ALUMINUM
20 12 x 6 x 2.25

Al CMAHC20SBS AHC20
STEEL

Zn CMZHC23SBS ZHC23 23 12 x 6 x 1.25

Al CMZHC2AA ZHC2A

ALUMINUM

0.887

5.75 x 2.65 x 0.75 - 
(C2C 2.78”) Mg CMZHC2AM 0.544

Zn CMZHC2AZ 2.215

Al CMZHC3AA 0.765

6.25 x 2.75 x 0.75 - 
(C2C 2.57”)Mg CMZHC3AM 0.517

Zn CMZHC3AZ 1.925

Zn CMZHC42SBS STEEL 42 12 X 6 X 2.5

Al CMZHC5AA
ALUMINUM

1.8 8 x 4 x 0.76 - bolt 
(C2C 4.35”)Zn CMZHC5AZ 4.68

Al CMZSC12A
STEEL

4.5 12” x 3” x 1.375”
 (C2C 6”)Zn CMZSC12Z 10.4

DIVERS DREAM HULL ANODES

BOLT-ON
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PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMMA2204AA
ALUMINUM

35 20" x 4" x 2" 

Al CMMA2204AASP
16

20” x 4” x 2”
Special 2-Strap

Al CMMA2204SA

STEEL

20" x 4" x 2" 

Al CMMA2204SASP 35 20” x 4” x 2”
Special 2-Strap

Zn CMMA2204SZ 36

24" x 4" x 2" Al CMMA2244LSA AHS50 39

Zn CMMA2244LSZ ZHS50 50

Al CMMA3305SA 31
30" x 5" x 3

Zn CMMA3305SZ 77

Al CMMA3365SA 39
36" x 5" x 3" 

Zn CMMA3365SZ 88

Al CMMA4545SA 100
54 x 5 x 4.25

Zn CMMA4545SZ 232

Al CMASS5A ALUMINUM
5 12 x 3.5 x 1.25

Al CMASS5S ASS5
STEEL

Al CMASS10S ASS10 10 12 x 3.5 x 2.5

Zn CMZSS12A ZSS12 ALUMINUM
12 12 x 3 x 1.25

Zn CMZSS12S ZSS12 STEEL

LARGER SIZES AVAILABLE BY REQUEST UP TO 1700 LBS

HULL ANODES

WELD-ON:  

SINGLE STRAP

HULL ANODES

WELD-ON:  

TWO STRAP 

PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMMA2244AA ALUMINUM

20
24" x 4" x 2" 

Dual Strap
Al CMMA2244SA

STEEL

Zn CMMA2244SZ 48

Al CMAHS10A ALUMINUM

10 12 x 6 x 1.25

Al CMAHS10S STEEL

Al CMAHS20A ALUMINUM

20 12 x 6 x 2.5

Al CMAHS20S STEEL

Zn CMZHS23A ZHS23A ALUMINUM

23 12 x 6 x 1.25

Zn CMZHS23S ZHS23S STEEL

Zn CMZHS42A ZHS42A ALUMINUM

45 12 x 6 x 2.5

Zn CMZHS42S ZHS42S STEEL
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STREAMLINED HULL ANODES

BOLT-ON

PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMZ15BA AZ15B
STEEL

17.64
18" x 3" x 1.25"

 (C2C 9.25")
Zn CMZ15BZ Z15B 36.16

Zn CMM24 STEEL 0.64 4.36” x 1.92” x 0.73”
(C2C 1.25”)

Zn CMMZC406 STEEL 8.15 9” x 4.4” x 1”
(C2C 5”)

PID ALT 
PART #

INSERT 
ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Zn CMZ19AZ Z19A ALUMINUM 22.10

25" x 3" x 1.25"  AL CMZ19SA AZ19
STEEL

11.1

Zn CMZ19SZ Z19 23.30

AL CMZ26AA AZ26A
ALUMINUM

9.7

13.5" x 4.5" x 2.25"
Zn CMZ26AZ Z26A 24.4

AL CMZ26SA AZ26

STEEL

10.9

Zn CMZ26SZ Z26 25.3

AL CMZ03SA Z3A 5.3
12” x 3” x 1.25”

Zn CMZ03SZ Z3 10.9

STREAMLINED HULL ANODES

WELD-ON: SINGLE STRAP

STREAMLINED HULL ANODES

WELD-ON:

PID ALT 
PART #

INSERT 
ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

AL CMZ22AA AZ22A ALUMINUM
10.6

14" x 6.5" x 1.5" 

AL CMZ22ALA STEEL

Mg CMZ22AM
ALUMINUM

6.1

Zn CMZ22AZ Z22A
23.4

Zn CMZ22HSZ

STEEL

AL CMZ22SA AZ22 11.4

Zn CMZ22SZ Z22

24.2AL CMZ22SLA

Zn CMZ22SLZ

PID ALT  
PART #

INSERT 
 ALLOY

WEIGHT  
(LBS.)

DIMENSIONS
(IN)

Al CMATSA ATS-2A ALUMINUM
2 9 x 3 x 1.5

Al CMATSS ATS-2S STEEL

Zn CMMZTSA ATS-6 ALUMINUM
5 9 x 3 x 1.25

Zn CMMZTSS ZTS-6 STEEL

Zn CMZTSA ALUMINUM 2.2

9 x 2.875 x 1.5
Zn CMZTSZ CMZTSZSP STEEL 5.1

Al CMZTSAA
ALUMINUM

2

Zn CMZTSAZ 4.9
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INNOVATIVE COMPOSITE ALLOY ANODE TECHNOLOGY

Low-voltage sacrificial anode, specifically designed to effectively protect bronze 
and stainless steel parts on fibreglass and wooden vessels by creating a more 

neutral environment in the water around the metal being protected.

MADDOX TRANSOM ANODES

MADDOX BUTTON ANODE

PID ALT PART # WEIGHT (LBS.) DIMENSIONS (IN)

CMPSMA200A SMA200A 3.21 7.87 x 4.72 x 1.77

CMPSMA200BA SMA200BA 3.21 7.87 x 4.72 x 1.77

CMPSMA300A SMA300A 4.85 11.81 x 4.72 x 1.77

CMPSMA300BA SMA300BA 4.85 11.81 x 4.72 x 1.77

CMPSMA500A SMA500A 8.13 19.69 x 4.72 x 1.77

CMPSMA500BA SMA500BA 8.13 19.69 x 4.72 x 1.77

MADDOX WEDGE ANODES

PID ALT PART # WEIGHT (LBS.) DIMENSIONS (IN)

CMPSMDXLWA SMDXLWA

CMPSMDXSW SMDXSW 0.64 3.55 x 2.4 x 1

CMPSMDXWDA SMDXWDA 3 9.45 x 3.15 x 1.38

PID ALT PART # WEIGHT  (LBS.) DIMENSIONS (IN)

CMPSMDXBT SMDXBT 0.15 1.575 x 1.575 x 0.787
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IMPRESSED CURRENT CATHODIC PROTECTION 
(ICCP) HULL SYSTEMS

Active Corrosion Control for Commercial and Naval Fleets
Hull and propulsion system corrosion dramatically shortens vessel service life and drives up maintenance costs.
CMP’s ICCP systems offer a proven, actively managed solution — maintaining optimal protection for steel hulls 
and underwater components through precisely controlled impressed current technology.

Compliance: Designed to meet or exceed IACS class society standards

COMPONENT DESCRIPTION KEY BENEFITS

MMO Anodes Titanium-based for long service life and high 
current output Efficient, durable, lightweight

Reference 
Electrodes Zinc-based monitoring probes Real-time system feedback and 

protection optimization

Shaft Earthing 
Systems Slip rings and graphite brushes for shaft isolation Prevents shaft corrosion and pitting

Transformer/
Rectifiers Marine-grade DC power supplies Stable voltage/current delivery, system 

longevity

Product Features:
•	 Titanium MMO (Mixed Metal Oxide) Anodes: 

High-efficiency anodes available in elliptical, 
linear, and circular shapes

•	 Reference Cells: Zinc reference electrodes to 
continuously monitor and fine-tune system 
performance

•	 Shaft Earthing Devices: Metal graphite 
brushes and sliprings to ensure shaft electrical 
continuity

•	 Transformer/Rectifiers: IP-rated marine-grade 
units providing stable DC output for corrosion 
protection

•	 Custom System Engineering: Tailored 
configurations based on hull design, vessel 
size, operational profile

•	 Remote Monitoring Options: Integration with 
onboard systems for real-time performance 
tracking

Services Available:
•	 Dry dock inspection and corrosion potential 

surveys
•	 Installation supervision
•	 System commissioning and calibration
•	 Maintenance and technical support

 Benefits:
•	 Superior corrosion protection compared to 

sacrificial-only systems
•	 Extended dry-docking intervals and reduced 

long-term hull maintenance costs
•	 Lower overall anode mass needed compared 

to passive systems
•	 Predictable, adjustable protection suited to 

varying operational conditions

Applications:
•	 Tankers
•	 Container ships
•	 Ferries
•	 Offshore support vessels
•	 Cruise liners
•	 Naval defense vessels

Sustainability Note: 
Significantly reduces biocide 
emissions vs. traditional 
antifouling paints
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SEAGUARD ZINCSPRAY BY ZINGA

SEAGUARD BY ZINGA PID: SGMSPRAY500ZUS

SPRAY CAN 	: 500 ml

Film galvanizing system in an aerosol spray. Great for small applications. 
Contains 96% zinc in the dry film and provides cathodic protection to 
ferrous metals. Ideal for the repairing and touching-up of damaged or old 
hot-dipped, or other zinc coated structures.

NOTES
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